Supporting Information

Flexible PEBAX/graphene electromagnetic shielding composite films with negative pressure effect of resistance for pressure sensors application

Biao Zhao a,b,*, Xi Zhang b,c, Jiushuai Deng b,c,*, Chun Zhang d, Yang Li e, Xiaojin Guo a, Rui Zhang a,e,

a Henan Key Laboratory of Aeronautical Materials and Application Technology, School of Material Science and Engineering, Zhengzhou University of Aeronautics, Zhengzhou, Henan 450046, China

b State Key Laboratory of Complex Nonferrous Metal Resources Clean Utilization, Faculty of Land Resource Engineering, Kunming University of Science and Technology, Kunming 650093, China

c School of Chemical & Environmental Engineering, China University of Mining & Technology (Beijing), Beijing 100083, China

d College of Materials and Metallurgy Engineering, Guizhou Institute of Technology, Guiyang 550003, China

e School of Material Science and Engineering, Zhengzhou University, Zhengzhou, Henan 450001, China

Corresponding Author:

Dr. Biao Zhao

E-mail address: biao_zhao@zua.edu.cn

Tel: +86-371-61912007

Fax: +86-371-61912600

Prof. Jiushuai Deng
Figure S1. TEM images of pristine graphene.

Figure S2. Schematic illustration of the measurement setup for electrical conductivity under pressure stimulation.