A pig bone derived hierarchical porous carbon and its enhanced cycling performance of lithium-sulfur batteries

Shaochen Wei\textsuperscript{a}, Hao Zhang\textsuperscript{b,c}, Yaqin Huang\textsuperscript{*a}, Weikun Wang\textsuperscript{b}, Yuzhen Xia\textsuperscript{a}, and Zhongbao Yu\textsuperscript{b}

\textsuperscript{a}State Key Laboratory of Chemical Resource Engineering, The Key Laboratory of Beijing City on Preparation and Processing of Novel Polymer Materials, Beijing University of Chemical Technology, 15 BeiSanhuan East Road, Beijing 100029, P. R.China,

\textsuperscript{b}Research Institute of Chemical Defense, West Building, Number 35 Huayuanbei Road, Beijing 100191, P. R.China

\textsuperscript{c}University of Science & Technology Beijing, 30 Xueyuan Road, Haidian District, Beijing 100083, P. R.China

*Corresponding author: Yaqin Huang , Fax: +86-10-6443-8266
E-mail: huangyaqin9@gmail.com

Figure S1. SEM image of BHPC-850 (Scale bar represents 100 nm)
Figure S2. HRTEM image of BHPC-850

The BHPC-850 has a lot of micropores (less than 2nm), which is coincident with the observation in pore size distribution curve.